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2.8 Water heaters which are being relocated on the interior of a manor are 
required to install a leak detection device and drain pan per Code.  

 
2.9 All water heaters which are found to be in service for a duration of 10 years, of 

an indeterminable age or in disrepair will require replacement. 
 
3.0 PLUMBING 

 
3.1 All plumbing supply and distribution lines will be of Type L copper or PEX per 

applicable code. No galvanized or PVC fittings will be allowed.  
 
3.2 Pressure and temperature relief valve drainage lines will be of type L copper or 

CPVC pipe per code and all new installations on the exterior must drain to the 
exterior . 

 
3.3 No exposed plumbing will be permitted for relocated units. All plumbing and 

required insulation will be enclosed with an approved Thermo Cell cover and 
painted to match the surface it is on. 

 
3.4 All penetrations through exterior walls shall be completely sealed and water-

tight. 
 
3.5 Any change in the water heater tank, or new tank installed at time of relocation 

of the water heater will be 100% at the Mutual member’s expense. 
 

 
4.0 ELECTRICAL 

 
4.1 All exterior conduit placement must first be approved by the Alterations 

Divison.  
 
4.2 Exposed rigid conduit shall be painted to match the surface it is on. 
 
4.3 All electrical conductors shall be installed in rigid or flexible conduit. 

 
5.0 STRAPPING 
 

5.1 All new or relocated water heaters will be anchored or strapped to resist 
horizontal displacement due to earthquake motion to meet all applicable 
Building Codes.  
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